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ELECTRIDUCT INC

ADD：1650 NW 18TH STREET, UNIT 801
POMPANO BEACH, FLORIDA, 33069
Tel：866-673-9590 Email：sales@electriduct.com

Spec. No. HS6-ED Unit mm
Product No. HS6-ED Version A1
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Specification
Product name：6:1 heavy-wall heat shrinkable tube with adhesive 
Material: Polyolefin
Working temperature：-55℃~+110℃

☆Shrinkage temperature：The product starts shrinking at 70℃,completely shrinks
at 120℃.
Longitudinal shrinkage ratio：-10%~+1%
Shrinkage ratio：6:1

☆Breakdown strength：Refers to IEC 60243 index 12kv/mm
Standard color：Black
Tools：Heat gun/tunnel furnace
Application:This product is made from high-strength crosslinked radiation
polyolefin. For specifications of 50mm or smaller, the inner layer is made using hot
melt glue co-extrusion technology. It offers an impressive shrinkage rate of up to
six times its original size, making it ideal for providing insulation, protection, and
sealing for cables and other items with significant variations in cross-section sizes.
Certificate：RoHS
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As supplied
  (in)
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Packaging
Feet

Nominal ID
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ID d

Total wall
thickness

T☆
HS6-ED-075 ≧0.75 ≦3.2 3.2±0.3   4

HS6-ED-100 ≧1.0 ≦4.2 3.2±0.3   4

HS6-ED-130 ≧1.30 ≦5.5 3.3±0.3   4

HS6-ED-175 ≧1.75 ≦7.4 3.5±0.3   4

HS6-ED-200 ≧2.0 ≦8.3 4.6±0.3   4

HS6-ED-275 ≧2.75 ≦11.7 4.6±0.3   4

HS6-ED-350 ≧3.5 ≦17.1 4.6±0.3   4

HS6-ED-470 ≧4.7 ≦22.9 4.6±0.3   4

HS6-ED-925 ≧9.25 ≦40.0 4.6±0.3   4
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