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Part No.
Nominal

size(W)

Width

(Hook/Loop)

Max.

bundle

dia.

Expansion

width and

tolerance

(W1)
BS-J-RR-BSRW-050 13 10 10 40±6
BS-J-RR-BSRW-075 19 20 15 65±7

BS-J-RR-BSRW-125 25 10 18 65±7

BS-J-RR-BSRW-150 32 20 23 90±7
BS-J-RR-BSRW-200 51 20 30 115±10

BS-J-RR-BSRW-250 64 20 42 150±15

BS-J-RR-BSRW-300 75 20 52 170±20

BS-J-RR-BSRW-350 85 20 57 190±20

BS-J-RR-BSRW-480 100 20 64 220±20

Note: Stitching is required for sizes over 75

Specification:
Rodent resistant hook and loop braided wrap 

Material: Polyester（Rodent resistance PET） 

Material of Hook/Loop: Nylon

Working temperature: -40℃~ + 125℃

▽Rodent Resistance: refer to JB/T10696.10-2011 protection rate ≥0.9

Cutting tool: Hot knife

☆Certification: RoHS

Manufacturer

ELECTRIDUCT INC
Tel：866-673-9590 Email：sales@electriduct.com

ADD：1650 NW 18TH STREET, UNIT 801                          

POMPANO BEACH, FLORIDA 33069

Specification No. RR-BSRW Unit mm

Product code BS-J-RR-BSRW Version A1

REV.0

Special

characteristic

symbol

☆：Legal and safety

feature

▽：Key product feature
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