As Supplied

As supplied (mm) After recovery (mm)
Size Inner diameter Inner diameter
D(min) d(max) Wall thickness T
0.31" 8 2 1.8 (with Adhesive)
3/8" 9 3 1.9 (with Adhesive)
112" 12 4 2.2 (with Adhesive)
0.64" 16 5 2.5 (with Adhesive)
3/14" 19 6 24
718" 22 6 24
1" 25 8 25
1.12" 28 6 29
1.3" 33 8 29
1.4" 35 12 26
1.6" 40 12 2.8
1.8" 45 13 29
22" 54 16 3.0
2.6" 65 19 3.0
3" 75 22 3.0
3.4" 85 25 3.0
3.8" 95 25 32
4.1" 105 30 32
4.6" 115 34 3.2
52" 130 36 3.2
5.6" 140 42 33
6.4" 160 50 34
7 175 58 34
8" 200 65 3.5
9" 230 75 3.5
10.25" 260 85 35

Version Modification content Reviser Date

Specification
Product name: 3:1 Marine Grade Adhesive Lined Heat Shrink Tube
Material: Polyethylene + hot melt adhesive
Operating range: -55C~+110C
¢ Shrinkage temperature: Onset shrinkage temperature 70°C,full recovery temperature 125°C
Longitudinal shrinkage ratio: +10%
Shrinkage ratio: 3:1
Dielectric strength: Conform to ASTM D 2671 15KV/mm/min.
Tensile Strength: 214MPa
Tools used: heat gun, tunnel furnace
Application: It is mainly used to improve the insulation, sealing, and bundling performance of

various wiring harnesses and terminals.

Certificate: RoHS

ELECTRIDUCT INC

ADD: 1650 NW 18th Stree, Unit 801
Manufacturer

Pompano Beach Florida, 33069

Tel: 866-673-9590 Email: sales@electriduct.com
Manufacturer Electriduct Unit mm

Specification No. HS3-MARINE Version A1l
. *
Special
Angle of view L Represent key special
characteristics
characteristics

Prepared by L. W. Date 2024-7-19
Checked by P.X. Date 2024-7-19
Approved by Taj Date 2024-7-19




