HEATSHRINK TUBING

Technical Data Sheet

e . SHRINKFLEX" 2:1 VITON
FLAME RETARDANT - MEETS MILITARY SPECIFICATION MIL-DTL-23053/13
RESISTANT TO HIGHLY CORROSIVE ACIDS, FLUIDS, & SOLVENTS

2:1 Viton is a rubber-like, highly fluid resistant, flame retardant flouro-elastomer heatshrink tubing with high
solvent resistance. The product is recommended for applications where resistance to aggressive solvents and
high temperatures is required. Bundling, harnessing and environmental protection within engine compartments is
one such application.

SIZING CHART
Hominal Part # g?:rlr]lreutglr( D?:r::j:ttr S Available Lbs/
Size T o M L Colors 100
" HSV-0125 32 1.6 2.5 200’ 1 1.26
316" HSV-0188 4.8 24 25’ 200’ 1 1.45
" HSV-025 6.4 32 2.5 200’ 1 1.68
%" HSV-0375 9.5 47 25’ 100’ 1 2.27
" HSV-050 12.7 6.4 2.5 100’ 1 2.29
%" HSV-0625 16.0 8.0 25’ 100’ 1 2.50
%" HSV-075 19.1 9.5 2.5 100’ 1 414
%" HSV-0875 22.4 11.0 25’ 100’ 1 4.83
1" HSV-100 25.4 12.7 2.5 100’ 1 5.73
1%" HSV-125 31.7 15.7 25’ 100’ 1 8.20
1%" HSV-150 38.1 19.1 2.5 100’ 1 8.80
2" HSV-200 50.8 25.4 25’ 50’ 1 13.40
*Put-Ups: “M” = Shop Spool and “L” = Bulk Spool
FEATURES
Material Fluoro-Elastomer
Grade H2v
Monofilament Diameter NA
Cutting Scissors
COLORS

ack (BK)
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CHEMICAL RESISTANCE

Corrosion (ASTM DTL-23053)
Fluid Resistance (73°F/23°C, 24 hrs.)

PHYSICAL PROPERTIES
Monofilament Diameter (ASTM D-204)
Flammability Rating (MIL-DTL-23053)
Recommended Cutting

Colors

Moisture Absorption (%) (ASTM D-570)
Tensile Strength (psi) (ASTM D-638)

Elongation (%) (ASTM D-638)

Heat Shock (572°F/300°C, 4 Hrs.)
(MIL-DTL-23053)

Heat Resistance (482°F/250°C, 168 Hrs.)
(ASTM D-638)

Longitudinal Change (%) (MIL-DTL-23053)
Cold Impact (-40°F/-40°C) (ASTM D-746)
Dielectric Strength (volt/mil) (ASTM D-876)
Volume Resistivity (cohm/cm) (ASTM D-876)

No Corrosion
1,200

NA

15 Sec. Max
Scissors

1

.5

1,200

250

No Cracking

200

-20

No Cracking
200

1.0x 10"

FLAMMABILITY

Rating (MIL-DTL-23053) 15 Sec. Max
OPERATING TEMPERATURES

Shrinks 347°F / 175°C
Maximum Continuous (Mil-1-23053) 392°F / 200°C
Minimum Continuous (Mil--23053) -67°F / -55°C
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