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Specification:

Product name: Polyethylene flexible conduit
Material: Polyethylene
Working temperature: -40°C~+105C

Y¢Fire resistance: UV94 HB

Y¢Low temperature impact: A hammer of 300g free falls to impact the
sample from 100mm, no signs of crack and breakage after test at
-40°C for 4h per QC/T29106
Certificate: RoHS

Version Modification content Reviser Date
Wall thickness Nominal
Part 1. I.D. (ID) O.D. (OD) D =i
mm mm (in)
mm
WL-ED-PE-0125 4.8+0.3 7.0£0.3 0.20+0.05 1/8
WL-ED-PE-025 5.5+0.3 8.5+0.3 0.25+0.05 1/4
WL-ED-PE-0375 10.0£0.3 13.0£0.3 0.30£0.05 3/8
WL-ED-PE-050 12+0.4 15.840.4 0.30+0.05 1/2
WL-ED-PE-0625 14.5+0.4 18.5+0.4 0.32+0.05 5/8
WL-ED-PE-075 19.5+0.4 23.840.4 0.32+0.05 3/4
WL-ED-PE-0875 21.0+0.4 25.0+0.4 0.35+0.05 7/8
WL-ED-PE-100 25.0+0.4 30.5+0.4 0.35+0.05 1
WL-ED-PE-1125 29.0+0.4 34.510.4 0.40+0.05 1.125
WL-ED-PE-150 36.0£0.4 42.5+0.4 0.45+0.05 1.5
WL-ED-PE-200 48.0+0.4 54 51£0.4 0.50+0.05 2
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