
TEST REPORT 

Date : Aug 23, 2017 

Page: 1 of  7 

CUSTOMER NAME: 

ADDRESS: 

ELECTRIDUCT INC 

1650 NW 18TH STREET

UNIT 801

POMPANO BEACH, FLORIDA, 33069
UNITED STATES OF AMERICA 

Sample Name : PLASTIC COATED FLEXIBLE PIPES 

Above information and sample(s) was/were submitted and confirmed by the client. SGS, however, 
assumes no responsibility to verify the accuracy, adequacy and completeness of the sample 
information provided by client. 

*********** 
  

: Aug 15, 2017 

: Aug 15, 2017 

: Aug 23, 2017 

Date of Receipt  

Testing Start Date 

Testing End Date 

Test result(s)    : For further details, please refer to the following page(s) 
(Unless otherwise stated the results shown in this test report refer only to 
the sample(s) tested) 

Signed for 
SGS-CSTC Standards Technical  

Services Co., Ltd. Shenzhen Branch 

Testing Center 

Chemi_Li 

Authorized signatory 
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Summary of Results: 

No. Test Item Test Method Result 

1 Neutral Salt Spray Test ISO 9227:2017 Appearance rating: 0 

2 VW-1 Flame 

With reference to UL 1581-2001 

Rev.10-2017 Section 1080 & UL 

2556-2015 Section 9.4 and 

client’s requirement 

See results 

Original Sample Photo: 

Sample A Sample B 
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1.Test Item: Neutral Salt Spray Test

Sample Description: See photo (metal part) 

Test Method: ISO 9227:2017 

Test Condition: 

Concentration of solution collected: (50±5)g/l NaCl 

Chamber temperature: (35±2)℃

Volume of salt solution collected: (1.5±0.5) ml/(80cm
2
·h)

pH of collected solution at (25±2)℃: 6.5~7.2

Exposure period: 48h 

Test Result: 

Sample 
Appearance rating 

#1 #2 #3 General level 

A 0 0 0 0 

Note: Appearance rating refers to EN ISO 10289:2001, as follows: 

Area of defects, A (%) Appearance rating 

0(No defects) 10 

0＜A≤0.1 9 

0.1＜A≤0.25 8 

0.25＜A≤0.5 7 

0.5＜A≤1.0 6 

1.0＜A≤2.5 5 

2.5＜A≤5.0 4 

5.0＜A≤10 3 

10＜A≤25 2 

25＜A≤50 1 

50＜A 0 
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Test Photo: 

Before test-Sample A During test 

Reference sample  Tested sample-A Tested sample-A (local part) 

Equipment Information: 

Equipment Model Equipment No. Calibration date 
Next Calibration 

date 

Cyclic Corrosion 

Tester 
CCT1100 GZMR-AG-E092 2017-07-04 2018-07-03 

#1  #2  #3 

Test part 
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2.Test Item: VW-1 Flame

Sample Description: See photo 

Test Method: With reference to UL 1581-2001 Rev.10-2017 Section 1080 & UL 2556-2015 Section 9.4 

and client’s requirement 

Test Condition:  

Specimen length: 610mm 

Conditioning: (23±2)℃, (50±5)%RH，48hTest Result:

Sample B 

Specimen 1 2 3 

Number of Flame 

application 
1 2 3 4 5 1 2 3 4 5 1 2 3 4 5 

Flame time after each 

application (s) 
5.3 1.7 1.8 0 0 3.4 0.9 0 0 0 1.6 1.9 0.7 0 0 

Whether the flaming of 

the specimen exceeds 

60 seconds after 

removal of the burner 

flame following any 

application 

No No No 

Whether the cotton was 

ignited by flaming or 

glowing particles or 

flaming drops at any 

time 

No No No 

Whether the indicator 

flag was burned away or 

charred more than 25 

percent 

No No No 

Judgment 

a) Can’t convey flame along its length.(See note 1)

b) Can’t convey flame to combustible materials in its vicinity.(See note

2)
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Note: 

1. Where any specimen shows more than 25 percent of the indicator flag burned away or charred

(soot that can be removed with a cloth or the fingers, and brown scorching, are to be ignored)

after any of the five applications of flame, the wire, cable, or cord is to be judged capable of

conveying flame along its length.

2. Where any specimen emits flaming or glowing particles or flaming drops at any time that ignite

the cotton (flameless charring of the cotton is to be ignored), or continues to flame longer than

60 seconds after any application of the gas flame, the wire, cable, or cord is to be judged

capable of conveying flame to combustible materials in its vicinity.

3. Test specimens were cut from the sample.

Test Photo: 

During test 
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Before test After test 

Equipment Information: 

Equipment Model Equipment No. Calibration date 
Next Calibration 

date 

Horizontal/Vertica

l Flame Chamber

for Wires,Cabels 

and Flexibel 

Cords 

HV-4B GZMR-PL-E056 2016-10-12 2017-10-11 

Appendix information:  

The above tests were carried out by SGS-CSTC Standards Technical Services Co., Ltd. GuangZhou 

Branch. 

******** End of report******** 




